
Cr2O3

Chromium Oxide
Green (Pigment)

The information contained herein is presented in good faith and to the best of our current knowledge and experience. The compliance of speci�c properties 
of the supplied product with the data given herein and its �tness for the intended purpose should be veri�ed before the product is applied.  Producer 
reserves the right to modify the information presented herein as a result of technological development and improvement of the product.

Appearance:

Chemical name:

Chemical properties:

CAS No:

Application:

Packaging:

Storage:

Shelf life:

• paints and coating
• enamels, concrete and other building products
• �oor covering
• other uses

25 kg multy-ply paper bags with PE liner, 1000 kg PP big bags

Prevent weathering, should be stored in a dry place, 
prevent moisture

Inde�nite shelf-life when stored under conditions that prevent 
degradation of the packaging

Green powder

Chrome oxide, Dichromium (III) Trioxide
Inert except under very vigorous conditions, una�ected by acids, 
alkalis, paint vehicles and solvents, shows excellent durability 
against light, harsh weather conditions and high temperatures

1308-38-9

Speci�cation

Chromium as Cr2O3, %, min
Moisture, %, max
Water soluble substances, %, max
Relative Tinting power, %, min
Covering power, g/m2, max

Residue on sieve №0063, %, max
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Technical Data
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